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1. INTRODUCTION 
 
In Powder Metallurgy the knowledge of the mechanisms governing the deformation behaviour of 
the material during its processing is in an initial stage due to the lack of an elasto-plastic model that 
could explain the mechanical behaviour, specially when the initial stage of powder die compaction 
is the one to be considered. For this reason geological models such as Cam-clay and Cap [1, 2, 3, 4] 
have initially been used to represent the plastic behaviour of the metallic particles inside the die 
during their compaction. The validity of these models are inevitably limited due to the different 
nature and, consequently, mechanical behaviour of the geological and metallic particles. 
 
Most of the experimental results already existing consist mainly in triaxial compression tests [5, 6] 
because they correspond to isotropic or nearly isotropic stress states giving information on the 
behaviour of these powders during the process. However, very little work can be found in literature 
on uniaxial compression tests [7, 8], in which the deviatoric component of the stress is predominant. 
Dilatation of the powder compacts followed by the failure of the specimen is the behaviour 
normally observed in this kind of tests, but some of the micro-mechanisms taken place are not yet 
well established.  
 
Abstract. Cold die compaction can produce different effects on the dimensional 
and mechanical behaviour of green PM compacts. They can be due to different 
causes, such as residual stresses, microcracks and others. Residual stresses should 
be relieved by means of applying thermal annealing treatments. In this work, the 
authors present the results obtained from uniaxial compression tests applied on 
green specimens of an atomised iron based powder, compacted to different 
densities and having undergone thermal annealings at several temperatures, always 
below the sintering one. The stress-strain compression curves obtained are 
compared with those corresponding to as compacted samples. The results seem 
indicate the existence of residual stresses that could act at different levels: 
microscopically, in the contact among particles, and macroscopically, in the overall 
specimen resistance. 
In bulk metals, the mechanical behaviour during uniaxial compression tests is thoroughly described 
by means of representing the variation of the axial true strain with the applied axial true stress (σax-
εax
 
 curve). This is not the case with porous materials in which density variations take place during 
compression; in such situation, at least two curves are necessary, namely the evolution of axial and 
volumetric true strains with the applied true stress. The monotonic axial and volumetric 
compression curves obtained by the authors of the present paper by testing iron compacts with 
several levels of density [8], are presented in Figs. 1 and 2. The specimens were obtained by 
pressing loose ASC-100.29, an atomised iron powder manufactured by Höganäs [9]. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Both, axial and volumetric curves show an initial 
foot in which appreciable strain occurs under a small 
increasing applied stress. Another region in which 
the relationship between strain and stress is rather 
linear follows this initial stage. In the final part, 
deformation takes place under a decreasing rate of 
applied stress. Finally, a saturation stress is reached 
and the failure of the specimens follows immediately 
after. During the two initial stages the volume 
decreases, but in the final one, the volumetric curve 
show a strong dilatation, in spite of the fact that 
axial curves indicate a continuous decrease in the 
height of the specimen. This behaviour is understood 
by looking at the variation of radial strain (Fig. 3) 
during the loading; the diameter of the specimens 
increases along the test and in the last stage more 
than compensates the decrease in height. 
 
The type of deformation occurring in each of these 
Fig 1.- Evolution of the axial true strain 
during the compression test. After [8]. 
The values of density are in Mg/m3. 
Fig. 2.- Volumetric true strain against the 
applied axial stress, after [8]. 
Fig. 3.- Radial true strain against the 
applied axial stress, after [8]. 
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stages has been described by these same authors from the results corresponding to cyclic 
compression tests [7, 8]. Nevertheless, the dilatation phenomenon and the initial plastic part are not 
yet well known mechanisms. 
 
The present work pretends to be a contribution to the better understanding of the mechanical 
behaviour of PM compacts. In this case, the interest of the authors has been centred on the 
mechanisms governing the first plastic stage observed during the compression test. 
 
Several theories have been proposed to explain the plastic densification taking place in the initial 
foot of the compression curves, being the most generally accepted theory the one which proposes 
the closure of internal microcracks developed during the elastic spring-back occurring when the 
specimen is ejected from the die [6]. Moreover, new contact areas between particles [10] can be 
formed because the state of stress during die compaction is, mainly in the final part, quite 
hydrostatic, meanwhile in uniaxial compression a strong shear stress exists. In any case, it can be 
considered as a stage of accommodation to a new state of stress.  
 
More information can be derived when comparing the behaviour under uniaxial compression of the 
as compacted samples with that observed on similarly prepared compacts but having undergone a 
thermal treatment of static recrystallization. 
 
2. EXPERIMENTAL PROCEDURE 
 
The material used in this work is the ASC – 100.29; an atomised iron powder manufactured by 
Höganäs, with 0.002% of carbon. Its apparent density [9] is of 2.96 Mg/m3. The compacted 
material contains a 99.2% of this type of powder and a 0.8% of Kenolube as an internal lubricant. 
The bulk density of this mixture is 7.45 Mg/m3
 
. 
Cylinders with a 100 mm diameter and a height of 15 mm have been compacted to densities ranging 
from 5.18 and 7.05 Mg/m3
 
. 
After compaction, the samples (except one group of them) have been thermally treated at 
temperatures from 250ºC to 1100ºC.  
 
All the compacts, thermally treated and as compacted, have been submitted to monotonic uniaxial 
compression tests by means of using an INSTRON 4507 device. Axial strain, εax, was measured by 
monitoring the displacement of the movable crosshead of the testing machine, whereas for the 
radial strain, εr, a diametrical extensometer was used. The volumetric component of the strain has 
been calculated with the following expression: εv = εax + 2εr
 
. 
3. RESULTS AND DISCUSSION 
 
As an example, Fig. 4 shows the results corresponding to the uniaxial compression of samples with 
an average level of density of 6.85 Mg/m3
 
 and thermally treated at different temperatures. Fig. 5 
presents a detail corresponding to the initial stage of the test. Clearly, the intensity of this foot varies 
with the treatment; the lowest temperatures, however, give only a stress relieve (and the burning off 
of the lubricant, which can also contribute to change the state of residual stresses). The results for 
the samples treated at 550ºC show that these compacts have been statically recrystallized. Then, this 
has been taken in this work as the best condition to analyse the mechanisms governing the 
behaviour of the compacts.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Figs. 6 and 7 present the results, in terms of axial and volumetric true strain, obtained with samples 
compacted to different densities and treated at 550ºC.  
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The evolution of the axial and volumetric components of the strain during the compression is 
similar to that observed in non-treated samples. To facilitate the comparison, in Figs. 8 and 9 the 
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Fig. 4.- Axial true strain – axial true stress 
relationships of samples treated at different 
temperatures. 
Fig. 5.- Detail corresponding to the initial 
stage of Fig. 4. 
Fig. 6.- Axial true strain vs. axial true stress 
of samples with different density,  thermally 
treated at 550ºC. 
Fig. 7.- Volumetric true strain vs. axial true 
stress of samples with different density,  
thermally treated at 550ºC. 
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results corresponding to an average density of 6.90 Mg/m3
 
 are shown including those obtained in as 
compacted samples. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
Now, the initial plastic foot is less marked, what contradicts the theory stating that this stage is due 
to the closure of microcracks developed during the ejection of the sample from the die because they 
will not disappear only by thermal treatment.  
 
This behaviour can be better understood as the effect of 
local residual stresses in the plastified region below the 
contact areas between grains. Compression stresses of the 
type shown in Fig. 10 are developed in these regions 
because the non-deformed internal part of the grains 
constrains the plastic deformation of the contact areas. The 
release of the residual stresses by thermal treatment will 
have the effect of increasing the contact area between 
grains.  
 
 
 
 
4. CONCLUSIONS 
 
The initial deformation stage during a compression test applied on metallic aggregates, is highly 
dependent on non-sintering thermal annealings. Therefore, the plastic foot observed in non-
thermally treated compacts can be attributed to residual stresses developed in the contact areas 
between particles during the compaction process. 
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Fig. 8.- Axial true strain before and after heat 
treatment. 
Fig. 9.- Volumetric true strain before and 
after heat treatment. 
 
 
Fig. 10.- State of stresses in the 
contact area between particles. 
-0,02 0,00 0,02 0,04 0,06
0
50
100
150
200
250
 D=6.89 treated
 D=6.94 non-treated
        ASC-100.29
    Volumetric strain
Ax
ial
 co
m
pr
es
siv
e s
tre
ss
, M
Pa
Volumetric strain
 
REFERENCES 
 
[1] ROSCOE, K.H.; SCHOFIELD, A.N. and WROTH, C.P. On the Yielding of Soils. 
Géotechnique. Vol. 8. Pg. 22-53. 1958. 
[2] SCHOFIELD, A. and WROTH, P. Critical State Soil Mechanics. Edited by McGraw-Hill. 
London. 1968. 
[3] DiMAGGIO, F.L. and SANDLER, I. Material Model for Granular Soils. Journal of the 
Engineering Mechanics Division. ASCE. Vol. 97. No. EM3. Proc. Paper 8212. Pg. 935-950. June 
1971. 
[4] SANDLER, I.; DiMAGGIO, F.L. and BALADI, Y. Generalized Cap Model for Geological 
Materials. Journal of Geotechnical Engineering Division. Vol. 102. No. GT7. Pg. 683-699. 1976. 
[5] DORÉMUS, P; GEINDREAU, C.; MARTIN, A.; LÉCOT, R. and DAO, M. High Pressure 
triaxial apparatus for investigating the mechanical behaviour of metal powders. Powder Metallurgy 
World Congress PM' 94. Proceedings. Vol. I. Pg. 733. París. 1994. 
[6] MOSBAH, P.; BOUVARD, D.; LANIER, J.; OUEDRAOGO, E. and STUTZ, P. Rheological 
characterization of metal powder following various loading paths.  Powder Metallurgy World 
Congress. PM' 94. Les Éditions de Physique. Pg. 677. París. 1994. 
[7] RIERA, D. and PRADO, J. M. Uniaxial Compression Tests on PM Compacts. Powder 
Metallurgy World Congress. PM' 98. CD-Document number 615. Ed. EPMA. UK. 1998. 
[8] RIERA, D. Comportamiento mecánico de compactos pulvimetalúrgicos. Thesis. Universidad 
Politécnica de Cataluña. Barcelona (Spain). 1999. 
[9] HÖGANÄS. Polvos de hierro y acero Höganäs para componentes sinterizados. Edited by 
Höganäs AB. 1998. 
[10] KOTERA, H.; SHIMA, S.: KOJIMA, J. and MOSBAH, P. A Study of elastic Properties of 
compact and threedimensional elasto-plastic simulation. International Workshop on Modelling of 
Metal Powder Forming Processes. Proceedings. Pg. 33. Grenoble. 1997. 
 
 
 
 
 
 
